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The Innolumis Lumis-LED series are low energy and s ustainable
LED luminaires for public lighting. The light from the LumistLED
luminaires has a speci®c colour combination in orde  rto render
a high S/P ratio and is therefore especially effect  ive for mesopic
lighting conditions. The Lumis-LED produces a unifo rm light
distribution and reduces light pollution.

Product speciscations Lumis-LED

CE mark .
RoHS compliant .
Nominal Voltage 230 V AC 50 Hz
Voltage range 220 V to 240V
Temperature range -20!Cto +50 IC
IP class 66
Weight models below 20 Watt 4,5 kg
models above 20 Watt 4,7 kg
Dimensions | x w X h 660 x 214 x 122 mm
Lifetime 80,000 hours
Fail rate and lumen maintenance B10L70 after 80.000 hours

Application speciscations Lumis-LED

Retroet J
Recommended column height 4 to 8 meter
. 48 to 60 mm
Recommended column diameter : .
(other diameters require an adapter)
Wire diameter power supply 3 wires of 0,75 to 1,5 mnm?
Connector Wieland (included in delivery)
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Basicweg 16
3821 BR Amersfoort
The Netherlands

T +31 334541942
F +3133454 1940

info@innolumis.nl
www.innolumis.nl

Lumis-LED Models Ecowhite |Green

Nominal Colour Point xly = 0.405/0.501 x/y =0.310/0.570
S/P Ratio 2.4 2.9

Colour Perception Quality Good Reasonable
Available Power (Watt) 10, 16, 24, 36 8, 14, 22

Recommended applications of Ecowhite and Green

The Ecownhite model is suitable for most application S, including
residential areas, because it offers good colour pe  rception. The
Green model requires even less energy and is suited  to

low traf®c residential areas, cycle routes, parking areas and
country side roads.

Photometric data of all models are available forde  sign and
evaluation purposes.
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